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Multinetting Summary
With the recent addition of statewide Private IP ranges, districts may find it necessary to
assign an additional IP (Private IP) to each servers NIC card in addition to the existing

Public IP. To accomplish this, complete the following process.

1. From the desktop at each server right click on Network Neighborhood.

2. Click on Properties
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3. Click on the Protocols Tab

Network

\dent\ficalian' Services Protocols IAdaDtelsl Bimd\ngsl

Metwork Protacols:

U™ NetBEUI Protocal
U TCPAP Protocol

Add... Remave Broperties... Wpdate

i~ Description:

Data Link Control enables this computer ta connect to an [BM

mainframe and set up printers attached directly o network
control

Network

\dent\ficalian' Services Protocols IAdaDtelsl Bimd\ngsl

Metwork Protocols:

% DLE Pratocal
U NetBEU Pratocal
Y TCPAR Protacol

Bemove

Eluwias... Wpdate

r— Description:

Transport Control Pratocol/internet Protocal. The default wide:
area network protocol that provides communication across
diverse interconnected networks.
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5. Click on the Advanced Button

Microsoft TCP/IP Properties HE

IP hddiess | DNS | WINS Addhess | DHCP Relay | Alouting |

An P address can be automatically assigned to this netwark card
by a DHCP server. |f your network does not have a DHCP server,
ask wour network administrator for an address, and then type it in
the space below.

Adapter:

] Obtai an | F address froma DHER server
& Specify an |P address

P Address: 192.168 . 0 2

Subnet Mask: 285 . 2585 . 255 . 0
Default Gateway: .

Agvajced .

ak. I Cancel | Spply |

Mewolk 00000000 HEI
Microsoft TCP/IP Properties 2=

IP hddiess | DNS | WINS Addhess | DHCP Relay | Alouting |
Advanced IP Addressing H

Adapter: [[1] Compag Fast Ethemet NIC NC3120 Bus 1 |
~IP Adds

IP &ddress | Subnet Mask
19216802 266.265.2585.0

Edit.. Remove |

[~ Enable PPTP Fikering

1~ Enable Security

Carfigure... —‘ ’TI Cancel
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7. Type in the new IP (Private IP) address and Subnet Mask. Then click the Add Button.

Microzoft TCPAP Properties 2] x|

IP ddiess | DNG | WiNS Address | DHCP Relay | Routing | )
Advanced IP Addressing E

Adapter. [[1] Compan Fast Ethemet NIC NC3120 Bus 1 =l

- IP Addresse:
TCPAP Address [ 2] %]

1P Address: Subnet Mask:
[ 10. 0. 0.1 [2585 285 25 0

Cancel

agd. || En |

Hemave |

" Enable PPTP Filtering

T~ Enable Securiy
[Eonfigure. —‘

8. Click OK

zoft TCP/IP Properties

IP hddiess | DNS | WINS Addhess | DHCP Relay | Alouting |
Advanced IP Addressing

Adapter. I[W ] Compaq Fast Ethemet MIC NC3120 Bus 1

P Addr

IP &ddress | Subnet Mask
19216802 266.265.2585.0
10,001 256.255.255.0

Edit... | Remove |

Add. Edit.. Femcre |

[~ Enable PPTP Fikering

1~ Enable Security
Eonfigure:.. —‘

[0F | Cancel
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9. Click OK

oft TCP/IP Properties

IP hddiess | NG | WiNS Address | DHCP Relay | Flouting |

An|P address can be automatically assigned to this netwark card
by a DHCP server. |f your network does not have a DHCP server,
ask wour network administrator for an address, and then type it in
the space below.

Adapter:

=1 Dbzl an | F addiess froma DHER server
& Specify an |P address

1P Address: 192 168 . 0 2

Subnet Mask: 255 285 2550
Default Gateway .

Advanced...
m Cancel Apply

oft TCP/IP Properties

IP hddiess | DNS | WINS Addhess | DHCP Relay | Alouting |

An P address can be automatically assigned to this netwark card
by a DHCP server. |f your network does not have a DHCP server,
ask wour network administrator for an address, and then type it in
the space below.

Adapter:

|[1] Compadq Fast Ethernet NIC NC3120 Bus 1

] Obtai an | F address froma DHER server
& Specify an |P address

P Address: 192.168 . 0 2

Subnet Mask: 285 . 2585 . 255 . 0
Default Gateway: .

Cancel | [Q_pply
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11. Click OK

Network

Idenlificationl Senvices Protocols IAdaplers' Eindings'

Metwark Protocols:

% DLC Protocol
H NetBEUI Protocol

Add.. Remave Properties... pdate

i~ Description:

Transpart Contral Protocal/|ntemet Protocol. The default wide
area network, protocal that provides communication across
diverse interconnected networks

Cancel

12. Reboot Server.
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